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When to Replace PPE

Introduction

PPE must be replaced when damaged, expired, or no longer effective. Using old or compromised PPE
can be as dangerous as not wearing any at all.

Hazards & Controls

Service-life limits : Follow the specific manufacturer’s instructions and employer program. There is no
single replacement interval for every hard hat, respirator, or harness.

Damaged PPE : Remove cracked, torn, impacted, contaminated, or otherwise compromised items from
service for authorized evaluation or replacement.

Worn-out PPE : Monitor condition and replace before failure.

Safety Reminders
Check manufacturer guidelines for replacement timelines.
Inspect PPE daily and replace as needed.

Do not attempt to repair damaged PPE with tape or glue.

Engagement Questions
What replacement and inspection instructions apply to our hard hat model?

What are signs that gloves should be replaced?

Sources and use notice

OSHA: PPE training and useful life
OSHA: Head protection safety bulletin

These materials are general educational suggestions, provided as is. They may contain errors or omissions and are not a complete safety
program, professional advice, or a substitute for required training. Employers and users must independently verify the information, assess site
hazards, and follow current applicable requirements and manufacturer instructions before use. To the extent permitted by applicable law,
SAVIOR Supplies disclaims warranties of accuracy, completeness, and suitability and liability for loss, injury, or damage arising from use of
these materials. Nothing excludes liability or rights that cannot lawfully be excluded. Attendance does not establish competency. Not an OSHA
publication or endorsement.
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https://www.osha.gov/laws-regs/regulations/standardnumber/1910/1910.132
https://www.osha.gov/sites/default/files/publications/SAFETY_HELMET_SHIB.pdf
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Meeting Record & Sign-In

When to Replace PPE

Company: Date:
Jobsite: Presenter:
Time / duration: Crew / shift:

Site-specific hazards and controls discussed

Printed name Signature
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Follow-up action / responsible person / due date

Signatures record participation only. They do not establish competency, certify compliance, or waive rights. Retain completed sheets under
company policy. Print additional copies for larger crews.
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