SAFETY MEETINGS / LADDERS & SCAFFOLDS SERIES

SAVIOR

Ladder Inspections

Introduction

Weather, transport, and loading can damage ladders. Check before each use and after a drop or
impact; a ladder that looks usable may still have a hidden defect.

Hazards & Controls

Check rails, rungs, feet, spreaders, locks, rope, and hardware. Look for cracks, bends, looseness,
corrosion, and contamination; ensure labels remain readable.

Tag defective ladders and remove them from service. Arrange competent-person inspections
periodically and after events that could affect safe use; follow the manufacturer's repair or
replacement instructions.

Stay within the equipment rating, including people, tools, and materials. Stop work if the setup or
conditions change; have concerns corrected before continuing.

Safety Reminders

Inspect before use, keep the work area clear, and follow the equipment instructions and site safety
plan. Keep electrical hazards in the pre-task review; obtain the required clearance or isolation before
setup.

Engagement Questions
Which three defects would make you remove a ladder from service?

What site-specific hazards or changes would make us stop work?

Sources and use notice
OSHA: Construction Ladders (29 CFR 1926.1053)
CCOHS: Ladder Inspection

These materials are general educational suggestions, provided as is. They may contain errors or omissions and are not a complete safety
program, professional advice, or a substitute for required training. Employers and users must independently verify the information, assess site
hazards, and follow current applicable requirements and manufacturer instructions before use. To the extent permitted by applicable law,
SAVIOR Supplies disclaims warranties of accuracy, completeness, and suitability and liability for loss, injury, or damage arising from use of
these materials. Nothing excludes liability or rights that cannot lawfully be excluded. Attendance does not establish competency. Not an OSHA
publication or endorsement.
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https://www.osha.gov/laws-regs/regulations/standardnumber/1926/1926.1053
https://www.ccohs.ca/oshanswers/safety_haz/ladders/inspection.html
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Meeting Record & Sign-In

Ladder Inspections

Company: Date:
Jobsite: Presenter:
Time / duration: Crew / shift:

Site-specific hazards and controls discussed

Printed name Signature
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Follow-up action / responsible person / due date

Signatures record participation only. They do not establish competency, certify compliance, or waive rights. Retain completed sheets under
company policy. Print additional copies for larger crews.
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